BM Outdoor Modular Silo
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SALES & DESIGN
We offer a full range of postharvest equipment from worldleading manufacturers. Our sales
team covers the entire UK and
Ireland, and are highly
experienced in designing and
specifying systems for new-build
and plant extensions on an
agricultural and industrial scale.

TECHNICAL SUPPORT
As well as after-sales support, our
technical support department has
an enviable knowledge of all
aspects of grain drying, storage,
cleaning and conveying.

SPARES
We keep in stock a wide range of
commonly required spare parts and
ducting for much of the equipment we
supply. This can be dispatched
quickly by carrier or on our own
transport for local customers. Items
not carried as standard stock can be
sourced quickly from the original
manufacturers.

The BM Outdoor Modular Silo is a square modular built silo for storage of dry
materials. The silo’s side panels have external flanges with downfolded edges
that seals the horizontal joints. The modular system offers a multitude of
combinations and easy adaptation, whilst the square design ensures optimal
space utilisation.

Technical
ACCESSORIES

DRYING:

45° ROOF WITH CYCLONE



Svegma Continuous Flow or
Batch Grain Dryers



Drying Silos

The silo can either be delivered
without injection unit or with
injection pipe, tanker flange
and cyclone, with optional
ventilation pipe.

GUARDRAIL for modular silos is delivered as galvanised pipes and can be
mounted on many different types of
silos.

LADDER—aluminium
and delivered complete
with safety cage. It is
available in lengths
from 4 to 18 metres.

HANDLING:



Skandia Elevators &
Conveyors



Silo Discharge Systems

HOT-DIP GALVANIZED

STORAGE:



Hopper Bottom Square Silos



Lorry Loading Silos



Round Silos



Square Silos

All panel sections on this silo
are galvanized to give a long
service life. The smooth steel
panels ensure good internal
hygiene and optimum silo
discharge.

CATWALK—between
and above silos, with
raised perforated
treadplate for safety.

INSPECTION HATCH
with inspection window

VENTILATION



Low Cost Galvanised Steel Air
Stacks



Fans



Corraduct Laterals



Multibar Laterals



Drive-Over Laterals



Kool-It Airspears



Grain Butler Self Propelled
Stirring Auger

LEG LENGTH
The discharge height
can be adjusted as
required by means of
extension legs.
SHUT-OFF SLIDE - NEW
Closes tightly to the slide.
COMPACT KIT
Silos are delivered at kits
which are stackable.

CLEANING



Skandia Dust & Chaff



Aagaard Pre-Cleaners



Zanin Cleaners



Denis Cleaners



President Cleaners

SPECIFICATIONS

Model
150
200
250
300

Dimensions [mm]
1550 x 1550
2050 x 2050
2550 x 2550
3000 x 3000

Height [mm]
2.11 - 6.74
2.32 - 7.19
2.95 - 13.38
3.31 - 14.13

Capacity [t]*
0.64 - 5.67
1.60 - 10.87
3.19 - 38.73
5.24 - 55.29

Based on a density of 650 kg/³
The silos are dimensioned for a basic wind speed of Vb=27 m/s in terrain category II, and a snow load of Sk = 0.9 kN/m²

The Ultimate
in Grain Care

BDC Systems Ltd
Grafton Road, Burbage, Marlborough, Wiltshire SN8 3BA
Tel: +44 (0) 1672 810851
Email: Sales@bdcsystems.com

www. bdcsystems.com

Cone Angle
45° / 60°
45° / 60°
45° / 60°
45° / 60°

